
Aeromax Lakota
 Color Code Wire Diagram
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  N = Green
  A = Red
  
  C = Black
  1&2 = Blue
  3&4 = Orange
  5&6 = Gray



          WIRING  CONNECTIONS  FOR  LAKOTA
                    12V, 24V,AND 48V TURBINES



MOD: O
HIGH WIND WIRE CONNECTIONS
 Connect the BLUE # 1, ORANGE # 4, GRAY # 5, and the
GREEN together
    PHASE # 1 : Connect the BLACK C and the GRAY # 6 to one
of the BLACK leads going to the brushes.
   PHASE # 2 : Connect the  and the ORANGE #3
to one of the BLACK leads going to the brushes.
    PHASE  # 3 : Connect the RED A and the BLUE # 2 to the
lastJù JùBLACK wire going to the brushes.



WIRING CONNECTIONS FOR LAKOTA
 12V, 24V, AND 48V TURBINES

MOD: 1
MEDIUM�Â�Â�Â�ÂHIGH WIND WIRE CONNECTIONS
 Connect the ORANGE # 4, GRAY # 5, and the GREEN
together
 1st Serial Connection  BLUE #1 and BLUE #2
  PHASE # 1 : Connect the BLACK C and the GRAY # 6 to
one of the BLACK leads going to the brushes.
   PHASE # 2 : Connect the  and the ORANGE #3
to one of the BLACK leads going to the brushes.
   PHASE  # 3 : Connect the RED A to the lastJù JùBLACK
wire going to the brushes.

             WIRING CONNECTIONS FOR LAKOTA
 12V, 24V, AND 48V TURBINES

MOD: 2
MEDIUM�Â�Â�Â�ÂLOW WIND WIRE CONNECTIONS
 Connect the GRAY # 5 and the GREEN together



  1st Serial Connection  BLUE #1 and BLUE #2
2nd Serial Connection  ORANGE # 3 and ORANGE # 4
    PHASE # 1 : Connect the BLACK C and the GRAY # 6 to one
of the BLACK leads going to the brushes.
PHASE # 2 : Connect the  and one of the BLACK
leads going to the brushes.
    PHASE  # 3 : Connect the RED A to the lastJù JùBLACK
wire going to the brushes

        WIRING CONNECTIONS FOR LAKOTA
 12V, 24V, AND 48V TURBINES

MOD: 3
          LOW SPEED WIND WIRE CONNECTIONS

               CAUTION
THE GREEN IS NOT A GROUND WIRE
CAP THE GREEN WIRE DO NOT CONNECT TO GROUND
1st Serial Connection  BLUE #1 and BLUE #2
2nd Serial Connection  ORANGE # 3 and ORANGE # 4



  3rd Serial Connection  GREY #5 and GREY # 6
   PHASE # 1 : Connect the BLACK C and one of the BLACK
leads going to the brushes.
  PHASE # 2 : Connect the  and one of the BLACK
leads going to the brushes.
 PHASE  # 3 : Connect the RED A to the lastJù JùBLACK  wire
going to the brushes.


